








Installation2:2

Transportation Bolts
The washer is fitted with transportation bolts to prevent internal damage during transportation. 
Transportation bolts must be removed before using the washer.

Removing Transportation Bolts
	 1.	 Unscrew the 4 bolts with a wrench. Remove the 	
		  lower 2 bolts first, then the upper two. One of the 	
		  bolts retains the power cord of the washer to 	
		  prevent operating without removing bolts.

	 2.	 Remove the bolts and the red plastic sleeves to 	
		  release the power cord. Keep the 4 bolts and 	
		  sleeves for future use.
NOTE:	 If transportation bolts and sleeves are not removed, it 	
	 may cause severe vibration, noise and malfunction, 	
	 as well as damage to the machine.
NOTE:	 When the washer is transported the transportation 	
	 bolts and the sleeves must be reinstalled.

	 3.	 Close the 4 holes with the caps supplied.

Install the Coin Meter (coin operated models)
1.	 Unlock coin meter lock plate with the provided key.
2.	 Partially open the lock plate and slide to the left to 		
	 remove it from the console.
3.	 Install the coin meter faceplate into the lock plate and 	
	 then assemble the coin meter(s) into the faceplate.
4.	 Plug the coin meter(s) into COIN 1 (Red) and COIN 2 	
	 (White) harnesses inside the washer.
5.	 Carefully reattach the coin meter harnesses using the 	
	 reclosable cable ties mounted on the chassis behind the 	
	 coin meter(s). Make sure the harnesses do not obstruct 	
	 coins dropping into the coin vault and that they do not 	
	 touch moving parts on the sides of the coin meter(s). 	
	 (These measure the size and weight of coins, and must 	
	 be free of interference.)
6.	 Reinstall the coin meter lock plate by aligning the right 	
	 tab behind the console, sliding it to the right, then closing 	
	 and locking it. See Fig. 3

Install the Blocking Piate (non metered models)
1.	 Push the blocking plate into the coin vault until the tabs 	
	 lock in place. See Fig. 4
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Installation 2:3

Siting
Install the machine close to a drain standpipe or 
floor drain, and within 4 feet of the water supply 
spigots. In order to make installation and servicing 
the machine easier the following clearances are 
recommended:

•	 At least 20 inches (500 mm) between the 
machine and the wall behind.

•	 Minimum 1 inch (25 mm) to next machine if 
more than one machine is installed in a row.

Floor
•	 The floor must be smooth and hard. Do not 

install the machine on carpet or other soft 
material.

•	 The floor must hold the total weight of the 
machine filled with water and a load. This 
static weight is 416 pounds (188 kilograms).

•	 Adjust the leveling legs of the machine, as 
needed, to ensure that it is level front to back, 
and side to side, and so that all four feet are 
in contact with the floor. After leveling the 
machine, use the enclosed locknut wrench 
tool to tighten each leg’s locking nut against 
the underside of the washer.
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Installation3:1

Water Connections
All inlet connections to the machine are to be fitted with manual shut-off valves and filters, 
to facilitate installation and servicing.

NOTE: The inlet filter screens are provided inside the machine’s connection fittings.

Water pipes and hoses should be flushed clean before installation. After installation, hoses 
should hang in gentle arcs.

The machine is equipped with two water inlet fittings, one for hot water and one for cold. 
The fittings on the back of the machine are metric (DN20) threads, onto which only one end 
of the included fill hoses (the end with the “elbow” fitting, also marked with a label that reads 
“Machine End”) can be threaded. The other end of each fill hose is fitted with a standard 
“female garden hose” threaded fitting that will easily assemble to the supply spigot in your 
laundry.

Hoses need only be HAND TIGHTENED when properly assembled. 
If hoses are difficult to assemble, or leak after assembly, check that the hoses have been 
assembled in the proper orientation and have a garden-hose washer in each swivel fitting.

Your water heater should supply hot water at a minimum temperature of 120 
degrees Fahrenheit (49 degrees Celsius) and a maximum of 170 degrees 
Fahrenheit (77 degrees Celsius).

The required water pressure is as follows:
•	 min:		 15 PSI (100 kPa)
•	 max:	 90 PSI (600 kPa)

recommended: 30-90 PSI (200-600 kPa)



Installation 3:2

Water Type	 Water Connection
	 1	 2

Cold and 
Hot	 Cold	 Hot
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Installation4:1

Drain Connection
Connect the machine’s drain hose to the back of the washer, using the spring clamp 
provided in the accessories package. Avoid sharp bends in the hose which may prevent 
proper draining.

•	 You can connect the drain hose to a sewer stand pipe. If you do this, make sure 
that the outlet hose will not come out of the stand pipe.

•	 You can connect the drain outlet to a sink or basin. If you do this, make sure the 
outlet hose will not come out of the sink or basin.
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A.	94 inches (239 centimeters) maximum

B.	30 inches (76 centimeters) minimum 
OR placed directly in a drain basin or 
trough making sure the end of the hose 
is never submerged.

C.	Machine

D.	Drain outlet hose
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Installation 5:1

Connection of External Price Reduction Control Signal
Optional harness 0020400145C is available for price 
reduction (promotion) activation. Contact Laundrylux 
for more information about other timer-based kits that 
are available for this function. The harness mates with 
a connector on the machine’s front main control circuit 
board.The price reduction harness carries a +5VDC 
signal lead, and a ground lead. When the leads are 
connected together (using an external switch or relay 
contact), the price reduction mode is activated.

NOTE: Each machine must be connected to a separate 
switch or relay contact!! Refer to the machine’s operating 
manual for information related to programing a discount.

Connection of External Liquid Supply Signals
The machine can provide three “trigger signals for 
external liquid supply injector pumps. The signals are 
120V AC, and must, therefore, be routed and connected 
in accordance with applicable codes.

Follow the instructions provided in the optional “Liquid 
Supply Kit” (PN 096445), to connect the liquid supply 
trigger signal harness to CN6 on the power module at 
the right-rear corner of the machine, and to your pumps.

The trigger signal harness in the kit has 6 leads, 
with signals as follows:
CN6-1:	 RED WIRE: DETERGENT SIGNAL
CN6-2:	 BLACK WIRE: BLEACH SIGNAL
CN6-3:	 BROWN WIRE: SOFTENER SIGNAL
CN6-4, 5, 6:  BLUE WIRES: COMMON (120 VAC)

Each trigger signal is activated for 30 seconds at the start of the appropriate segment of a 
wash program. Detergent, bleach, and softener are then pumped into the corresponding 
compartments of the soap dispenser, which continue to flush for the duration of the fill.

Electrical installation must be carried out by 
licensed, qualified personnel!

All optional equipment connected must be 
EMC-approved to EN 50081-1 or EN 50082-
2.
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Installation5:2

Electrical Connections
This appliance must be grounded. In the event of an electrical short circuit, grounding reduces 
the risk of electric shock by providing an escape wire for the electric current. This appliance is 
equipped with a cord having a grounding wire with a grounded plug. The plug must be inserted 
into an outlet that is properly installed and grounded.

•	 Improper use of the plug can result in a risk of electric shock.

•	 Consult a qualified electrician or service person if the grounding instructions are 
not completely understood or if doubt exists as to whether the appliance is properly 
grounded.

Wiring Requirements:
•	 This appliance must be plugged into a 15 or 20A 

120 VOLT, 60 HZ GROUNDED OUTLET.
NOTE:	 Where a standard two-prong outlet is 
	 encountered, it is the personal responsibility 
	 and obligation of the consumer to have it 
	 replaced with a properly grounded three 
	 prong outlet.

Extension Cords:
DO NOT use an extension cord with this product.

	 Power Interruptions
Occasionally there may be power interruptions due to thunderstorms or other causes. 
Following a power outage, the machine will resume operation at the point where it was when 
the power failed. During a power failure, the loading door will UNLOCK a few minutes after the 
drum has stopped turning. This allows garments to be removed in the event of a prolonged 
power outage.
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Function Checks 6:1

Function Checks
Perform the following checks once the machine is installed:

•	 Open the water supply valves.

•	 Press the START button or, if needed, insert coins and press START.

Check:

•	 that the drum rotates normally and that there are no unusual noises.

•	 that there are no leaks in water supply/drain connections.

•	 that water passes through the detergent compartment and fabric conditioner 
compartments.

•	 that the door cannot be opened using reasonable force during a program.



Preventive Maintenance7:1

To keep your machine in proper working order, follow the preventive maintenance 
recommendations provided below.
The maintenance interval should be adjusted according to machine usage.
Leave the loading door open when the machine is not in use.

Daily
•	 Check the door and door lock:
	 -	 Open the door and try starting the machine. The machine MUST NOT START.
	 -	 Close the door, start the machine and try opening the door using reasonable 
		  force. IT MUST NOT BE POSSIBLE TO OPEN THE DOOR WHILE THE 
		  MACHINE IS OPERATING!
	 -	 Check that the door does not leak.
	 -	 Clean the door seal, removing any detergent and lint.
•	 Check that there are no indications of leaks behind or around the machine.
•	 Clean out any residue remaining in the detergent dispenser.
•	 Use a soft wash cloth and mild detergent to clean door and plastic panels.
•	 Inspect liquid chemical tubing and connections for leaks. Repair as necessary.

Every Third Month (refer this service to qualified personnel)

•	 Check the drain pump strainer and remove any accumulated lint and debris.
•	 Inspect the interior of the machine (during an actual wash cycle to ensure that no 
	 leaks are noticed) by:
	 -	 Turning off the main power switch of the machine.
	 -	 Remove the top panel.
	 -	 Start a wash program.
	 -	 KEEP CLEAR OF MOVING PARTS WHILE MACHINE IS OPERATING!!
	 -	 Inspect all internal hoses, seals and gaskets for signs of leakage. 
		  Repair as necessary.
	 -	 Stop the machine and disconnect the power. Turn off the water supply and check 
		  that the water inlet screens are clear of debris. Dirty screens result in longer fill 
		  times, reducing productivity.
	 -	 Inspect the drive belt. Adjust the tension or replace as necessary.
	 -	 Check that there are no signs of leakage on the floor beneath the machine. Locate 
		  and repair any leak.
Contact your local dealer, or Laundrylux Technical Support at (516) 371-0700 if you 
have questions regarding installation, operation, or maintenance of your machine.

To be carried out by 
qualified personnel.

Sales and Administration: (516) 371-4400
Spare Parts: (516) 371-2000

Technical Support: (516) 371-0700
En Mexico: 001-800-010-1010

461 Doughty Blvd., Inwood, NY 11096
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